REVISIONS

NOTES: UNLESS OTHERWISE SPECIFIED LIR DESCRIPTION DATE APPROVED

1. CONSTRUCTION:
HOUSING: MOLDED NYLON AVAILABLE IN ALL TEN COLORS
FRAME: NICKEL PLATED BRASS
SPRING: SILVER PLATED BeCu OR PHOSPHOR BRONZE -~ 118 [29.97] — =] 0.144 [3.66]

WIRE EXIT HOLE

2. PERFORMANCE:
MAXIMUM CURRENT: 10 AMPS
MAXIMUM VOLTAGE: 3500 VRMS 0.46 [11.56] T

MAXIMUM TEMPERATURE: 200°F (93°C)
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STD PIN SOCKET

ASSEMBLY INSTRUCTIONS

INSERT STRANDING THROUGH SOCKET HOLE 0'752-|—|£|1p9'05]

& -

—_— |

|
|
|
|
|
[T

f C%
== ——
BEND THE WIRE TOWARDS THE BACK OF THE SOCKET & PRESS INTO THE HOUSING
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- MAKE SURE INSULATION FITS INSIDE THE HOUSING.
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UNLESS OTHERWISE SPECIFIED | CONTRACT NO.
DIMENSIONS ARE IN INCHES A
TOLERANCES ARE: E.Z- HO@K DIVISION OF TEKTEST INC.
FRACTIONS DECIMALS ANGLES APPROVALS DATE ARCADIA, CA 91006 U.S.A.
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THE INFORMATION CONTAINED IN THIS DOCUMENT IS PROPRIETARY TO E-Z-HOOK. THE INFORMATION IS NOT TO BE REPRODUCED WITHOUT PRIOR WRITTEN PERMISSION OF E-Z-HOOK, DIV. OF TEKTEST INC.
AXIMUM TESTED RATINGS IN A HANDS-FREE CONTROLLED ENVIRONMENT. MAXIMUM RATINGS ARE NOT TO BE USED CONCURRENTLY




