NOTES: UNLESS OTHERWISE SPECIFIED

1. P/N: 9280BLK
HOUSING: BLK MOLDED NYLON
FRAME & INSERT: NICKEL PLATED BRASS
HARDWARE: 5/16—32 NICKEL PLATED BRASS NUT.
6—32 SS NUT, SS WASHER

2. P/N: 9280RED
HOUSING: RED MOLDED NYLON
FRAME & INSERT: NICKEL PLATED BRASS
HARDWARE: 5/16—32 NICKEL PLATED BRASS NUT.
6—32 SS NUT, SS WASHER

3. P/N: 8172BLK
MATERIAL: BLK MOLDED NYLON

4. PERFORMANCE:
MAXIMUM CURRENT: 15 AMPS
MAXIMUM VOLTAGE: 1000 WVDC
MAXIMUM TEMPERATURE: 200°F (93°C)

5. FEATURES:
ACCEPTS STANDARD & SHROUDED BANANA PLUGS
FOR PANEL THICKNESS UP TO .250 [6.35]

0.162 [4.11]
BANANA SOCKET

ACTUAL SIZE

1

A

r&

2.155 [54.74]

REVISIONS

LTR

DESCRIPTION

DATE

APPROVED

9280 MODIFIED TO ACCEPT STANDARD

& SHROUDED BANANA PLUGS

'~ 0.885 [22.48] — =]

'~ 0.760 [19.30] —=

!

9,/09

S.B.W.

]7 —
| ; ; .
| ] +
' M/
[
— _—/3
30.096 [62.44] /
r MOUNTING HOLES 0.750 [19.05]
) |
|
| O | +
' A/
— Y,
~— |
UNLESS OTHERWISE SPECIFIED | CONTRACT NO.
DIENSIONS ARE I TNCHES EZ-HOQ®OK oo or rexresr me.
FRACTIONS DECIMALS ANGLES APPROVALS DATE ARCADIA, CA 91006 U.S.A.
£N/A .-;(()XQ;N'\I//AA tN/A  |DRAWN RL 8,17 | DESCRIPTION
MATERIAL APPROVED BY DBL STD/SH RD BAN JACK
SEE NOTE
BINDING POST V\//TURRET TERMINALS
FINISH SIZE |[CODE IDENT NO. DRAWING NO. REV.
SEE NOTE
NEXT ASSY USED ON B 08505 94‘06 A
APPLICATION DO NOT SCALE DRAWING SCALE 31 sHEET 1 OF 1

THE INFORMATION CONTAINED IN THIS DOCUMENT IS PROPRIETARY TO E-Z-HOOK. THE INFORMATION IS NOT TO BE REPRODUCED WITHOUT PRIOR WRITTEN PERMISSION OF E-Z-HOOK, DIV. OF TEKTEST INC.
AXIMUM TESTED RATINGS IN A HANDS-FREE CONTROLLED ENVIRONMENT. MAXIMUM RATINGS ARE NOT TO BE USED CONCURRENTLY




