NOTES: UNLESS OTHERWISE SPECIFIED

1. AVAILABLE IN 100, 500, AND 1,000 FT SPOOLS

80.031 [80.79]
CONDUCTOR

REVISIONS

LTR

DESCRIPTION

DATE

APPROVED

20.069 [81.75]
NOMINAL 0.D.

®
ACTUAL SIZE
UNLESS OTHERWISE SPECIFIED CONTRACT NO.
DIMENSIONS ARE IN INCHES
TOLERANCES ARE: E-Z- HO@K DIVISION OF TEKTEST INC.
FRACTIONS DECIMALS ANGLES APPROVALS DATE ARCADIA, CA 91006 U.S.A.
VA Sk Mo VA PR |71 | pescrpTio
T e corn [ 22 AWG 66X40 TINNED
INSULATION: PVC COPPER, PVC INSULATED V\/|RE
FINISH SIZE |CODE IDENT NO DRAWING NO.
AVAILABLE IN ALL TEN
NEXT ASSY USED ON COLORS. A 08505 9 504—
APPLICATION DO NOT SCALE DRAWING SCALE 10:1
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THE INFORMATION CONTAINED IN THIS DOCUMENT IS PROPRIETARY TO E-Z-HOOK. THE INFORMATION IS NOT TO BE REPRODUCED WITHOUT PRIOR WRITTEN PERMISSION OF E-Z-HOOK, DIV. OF TEKTEST INC.

AXIMUM TESTED RATINGS IN A HANDS-FREE CONTROLLED ENVIRONMENT. MAXIMUM RATINGS ARE NOT TO BE USED CONCURRENTLY.



