NOTES: UNLESS OTHERWISE SPECIFIED

1. P/N: 9274COLOR
INSULATOR: MOLDED PVC. AVAILABLE IN TEN COLORS.

ALLIGATOR: NICKEL PLATED STEEL.

2. P/N: 01217 & 0688
HOUSING: BLK BAKELITE
FUSE: 3AG 5AMP, 250VAC FUSE

3. P/N: W—=1001/COLOR
14AWG 105X34 TINNED COPPER
0.136 [3.66] 0.D. PVC INSULATION
AVAILABLE IN BLK & RED ONLY

4. PERFORMANCE:

MAX CURRENT: 5 AMPS

COLOR CODE
P/N 0902 |_704R HOPU/S,\']'.\]G W—P1/ol\é)'1 /
01217 COLOR
9099—0554—(L)BLK BLK BLK BLK
9099—0554—(L)BRN BRN BLK BLK
9099—0554—(L)RED RED BLK RED
9099—0554—(L)ORN ORN BLK BLK
9099—0554—(L)YEL YEL BLK BLK
9099—-0554—(L)GRN GRN BLK BLK
9099—0554—(L)BLU BLU BLK BLK
9099—0554—(L)VLT VLT BLK BLK
9099—0554—(L)GRY GRY BLK BLK
9099—0554—(L)WTE WTE BLK BLK
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THE INFORMATION CONTAINED IN THIS DOCUMENT IS PROPRIETARY TO E-Z-HOOK. THE INFORMATION IS NOT TO BE REPRODUCED WITHOUT PRIOR WRITTEN PERMISSION OF E-Z-HOOK, DIV. OF TEKTEST INC.

MAXIMUM TESTED RATINGS IN A HANDS-FREE CONTROLLED ENVIRONMENT. MAXIMUM RATINGS ARE NOT TO BE USED CONCURRENTLY.




